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All previous datasheets for the product are 
hereby replaced. Therefore they are invalid.

030263

SPECIFICATION

ITEM DESCRIPTION

PART NUMBER 030263

PRESSURE RANGE 0 - 12 Bar 

OPERATING TEMPERATURE -40°C to +115°C

SPEED LIMIT Up to 130 km/h

RADIO FREQUENCY 433,92 MHz

LF-TRIGGER FREQUENCY 125 kHz

POWER SUPPLY 3V Battery 

TYPICAL BATTERY LIFETIME 5 Years

WEIGHT 18 g

DIMENSIONS 27 x 10 x 56 mm

DATA TRANSMISSION 40-Second Interval

CUSTOMS TARIFF NUMBER 90262020

COUNTRY OF ORIGIN Germany

SUITABLE FOR

LIGHT, MEDIUM AND HEAVY DUTY COMMERCIAL 

VEHICLES

COMMUNICATION

RADIO FREQUENCY

INTERNAL STRAP            
MOUNTED TPMS SENSOR

The strap-mounted TPMS Sensor provides the easiest, 
fastest and most reliable assembly to the wheel through 
the patented TireCheck velcro or elastic strap, ideal 
for OEM assembly lines or larger retrofit projects.

The sensor measures tire pressure and temperature directly on 
the wheel and transmits the data every 40 seconds to a suitable 
communication device.


